Ordering Code:

CP-01 200 * *
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TYP.
433 .059 .008 @ Series No.
@ Type of Connector: 200= Plug
{é | o|® 2T @ Plating Code:
e N /A 1= Tin over Nickel
=k 2= Gold flash plated over 0.76um(30u") Nickel
E L] N A= Selective gold flash plated over
] IR ] 1.27um(50u”) Nickel
©go , = Selective 0.38um Yy go plate
g TL Logo C1, C2 B= Selective 0.38um(15u") Id plated
YN = olo over 1.27um(50u”) Nickel
N [/ NwloQ2 Il C= Selective 0.76um(30u") gold plated
O Qlesly = Selective 0.76um(30u”) gold plate
= over 1.27um(50u") Nickel
X D o @ Type of material & wire gauge:
Z See attached table
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. Dimension .
Part No. Wire Gauge Insulation Range Material Reel Q’ty
C D E F
CP—01200%01| AWG #22~26 3.4(.134) 3.3(.130) 2.5(.098) 3(.091) 0.9-1.8(.035—-.071) Brass 5,000 PCS
CP—01200%02 | AWG #18~22 4.0(.158) 4.5(.177) 2.5(.098) 23(.091) 1.3-3.1(.051—-.122) Brass 4,000 PCS
CP—01200%03 | AWG #22~26 3.4(.134) 3.3(.130) 2.5(.098) 23(.091) 0.9-1.8(.035—-.071) Phosphor Bronze 5,000 PCS
CP—-01200%04 | AWG #18~22 4.0(.158) 4.5(.177) 2.5(.098) (O9W) 1.3-3.1(.051—-.122) Phosphor Bronze 4,000 PCS
CP—-01200%05 AWG #16 4.0(.158) 4.5(.177) 2.8(.110) .6(.102) 1.8=3.1(.071—-.122) Brass 4,000 PCS
CP—-01200%06 AWG #16 4.0(.158) 4.5(.177) 2.8(.110) 6(.102) 1.8=3.1(.071—-.122) Phosphor Bronze 4,000 PCS
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